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Contents: 
 
• A Pavement Strength Form showing project history, latest Pavement Condition Index (PCI) data,                                         

 pavement strength ratings (if available) and other useful information 
• A Pavement Condition Survey – PCI Sample Unit Layout Plan 
• PCI maps showing as-measured and predicted pavement conditions 
• Age map showing pavement age as of 2004 
• A Branch PCI Condition Report 
 
Airport Information: 
 
• Location:   The Aniak Airport is located on the Kuskokwim River in Southwest Alaska.  It is 

approximately 120 air miles northeast of Bethel. 
• District:     Southwest, Central Region 
• Airport Manager:    Terry Hoffman 
• District Maintenance Manager:   Troy Larue 
• Pavement Surface:    Asphalt Concrete, two Tar Sealed areas on Apron 
• Last Pavement Construction:  

-     1997 
• Pavement layout: Runway 10-28, Taxiway A and Apron 
• Design Aircraft:    B-737 200 
• 2003 Enplanements:    18,065 – a 1% increase from 2002 
• Airport Class:    Primary 
• Last pavement condition survey:  May 30, 2003 
• Next planned pavement condition survey: 2006 
• Reported pavement maintenance and/or changed conditions: 

- New cracks 1/8” to 1/2” wide were noted on the runway and taxiway in June. 
- The Blast Pad for R/W 10 was noted as having a washboard area in June 
- No further changes reported/no pavement maintenance done 

 
Recommendations: 
• Crack seal cracks wider than ¼” in 2005 
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100 (Taxiway "A") 1 134,270.00 TAXIWAY 67.00 0.00 67.001,662.00 75.00

4100 (Apron) 4 254,193.01 APRON 67.50 4.72 64.461,439.00 187.00

6100 (Runway 10-28) 5 957,000.02 RUNWAY 58.60 9.26 64.3618,404.00 90.00
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Age
At

Inspectio

Last
Inspectio

n(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

06/15/1997100-01100 (Taxiway "A") 05/30/2003 67.00AC TAXIWAY P 0 134,270.00 6

06/15/19974100-014100 (Apron) 05/30/2003 61.00AC APRON P 0 157,572.01 6

07/01/19974100-024100 (Apron) 05/30/2003 69.00AC APRON P 0 59,121.00 6

07/01/19974100-034100 (Apron) 05/30/2003 66.00AC APRON P 0 10,000.00 6

06/15/19974100-044100 (Apron) 05/30/2003 74.00AC APRON P 0 27,500.00 6

06/15/19976100-016100 (Runway 10-28) 05/30/2003 65.00AC RUNWAY P 0 300,600.01 6

06/15/19976100-026100 (Runway 10-28) 05/30/2003 64.00AC RUNWAY P 0 300,600.01 6

06/15/19976100-036100 (Runway 10-28) 05/30/2003 67.00AC RUNWAY P 0 300,600.01 6

06/15/19976100-046100 (Runway 10-28) 05/30/2003 42.00AC RUNWAY T 0 28,050.00 6

06/15/19976100-056100 (Runway 10-28) 05/30/2003 55.00AC RUNWAY T 0 27,150.00 6
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PAVEMENT STRENGTH SURVEY

STATE   Alaska CITY  Aniak AIRPORT   Aniak  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 

AGENCY
SOURCE OF 

INFORMATION

Existing 
Pavement 

Conditions (PCI) 
at last inspection Soil Class

Subbase 
Course

Base 
Course

Surface 
Course Overlay

Pavement 
Strength

RUNWAYS  

6100-01
R/W 10-28, 
north edge 1997 AK DOT and PF

Project # 60041,  
RSG & Ak Supp. 65

Embankment 
42"+ 8" CABC 3" AC S30, T120, ST126

6100-02
R/W 10-28, 
keel 1997 AK DOT and PF

Project # 60041,  
RSG & Ak Supp. 64

Embankment 
42"+ 8" CABC 3" AC S30, T120, ST126

6100-03
R/W 10-28, 
south edge 1997 AK DOT and PF

Project # 60041,  
RSG & Ak Supp. 67

Embankment 
42"+ 8" CABC 3" AC S30, T120, ST126

6100-04
R/W 10 
overrun 1997 AK DOT and PF

Project # 60041,  
RSG 42

Embankment 
42"+ 8" CABC 2" AC

6100-05
R/W 28 
overrun 1997 AK DOT and PF

Project # 60041,  
RSG 55

Embankment 
42"+ 8" CABC 2" AC

TAXIWAYS

100-01 100-01 1997 AK DOT and PF
Project # 60041,  
RSG 67

Embankment 
42"+ 8" CABC 3" AC

APRONS

4100-01 4100-01 1997 AK DOT and PF
Project # 60041,  
RSG 61

Embankment 
42"+ 8" CABC 3" AC

4100-02 4100-02 1997 AK DOT and PF
Project # 60041,  
RSG 68

Embankment 
42"+ 8" CABC 3" AC Tar Sealed

4100-03 4100-03 1997 AK DOT and PF
Project # 60041,  
RSG 66

Embankment 
42"+ 8" CABC 3" AC Tar Sealed

4100-04 4100-04 1997 AK DOT and PF
Project # 60041,  
RSG 73

Embankment 
42"+ 8" CABC 2" AC

REMARKS:
Subbase existing
Base course and surface course 1997
Updated 11/19/2001

Date of Site Inspection: 5/30/2003 Evaluated By: S. Gartin 11/29/2004 PAGE 1 of 1
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Aniak Airport

Map Compiled July 2003
by Statewide Pavement Management, AK DOT&PF
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